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MATERIAL LIST:
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NOTE:

Deep gun metal shell Gold plated metal ring

Black pvc

Amplifier chip

RoHS2.0 and REACH Compliant

MARKING:HIGH SPEED HDMI® CABLE WITH ETHERNET

PIN OUT

SHELLSHELL

2

5 4
1

9.3±0.3

(4).HDTV-DVD 3840*2160@60Hz resolution (4:2:0 8bit) PASS

(3).Contactor resistance:40 ohm;

(2).Insulation resistance:DC 200V 5M ohm;

(1).100% open short & miss wire test;

Electrical test:

OUTPUT

INPUT
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6

  HDMI CONNCTOR
19P A/M connector soldering Type,Black insulation The Pin Gold Plating,the shell

for Gold Plating

1

CABLE
1

2

[(26AWG CCS*1P+D 28AWG CCS+AL-Foil)*4P+(26AWG BC*1P+D 28AWG+AL-Foil)*1P+

28AWG CCS*3C+26AWG BC *1C]+AL-Foil+D+B+PVC/BLACK OD:8.2±0.25mm

3 Amplifier chipChip Deep gun metal shell Gold plated metal ring 1

PVC 45P BLACKOVER MOLDING 2

4 LDPEINNER MOLDING 2

5

2Dust Cap6 LDPE

2 ITEM NO.

DESC. Roline HDMI HS Cable+Ethernet, w.Repeater,M/M,25m

14.01.3458

2500±200mm


