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SOHO & SMB Solutions

UC100KMA
PS/2 to USB Adapter

Specifi cation

Features

UC100KMA is a signal converter with a 30cm 
cable. It can convert signals of PS/2 devices 
(keyboard and mouse) into USB signals, and 
supports multiple operating systems to fulfill 
the needs of users.

• Two PS2 Devices (Keyboard and Mouse) to USB Interface 
Converter

• Supports PS/2 Mouse and Microsoft Intelimouse
• Hotkeys; OS and keyboard language selection (English, 

French, Japanese)
• Supports PC Windows 98/98SE/2000/Me/XP; Apple G3/G4/

iMac systems w/OS 8.6 or higher; Sun Blade servers 2000/100 
(Sun Solaris 8); and Linux

• Built-in mouse wake up function
• Bus Powered - Extra Power Adapter not required
• USB 1.1 Spec. compliant
• Compatible with KVM Devices

Function UC100KMA

Connectors
USB Type A Plug

PS/2
1 x Mini Din 6-pin (K/B), 

1x Mini Din 6-pin (Mouse)

LED
Keyboard 1 Green

Mouse 1 Green

Cable Length 30 cm

Transfer Rate 12Mbps

USB Spec. 1.1 compatible

Power Mode Bus Powered

Platforms

MS Windows 98/98SE/2000/ME/XP 
Mac OS 8.6 or higher,

Sun Blade servers 2000/100 
(Sun Solaris 8)

Weight 80g

Dimensions ( L x W x H ) 9.15 x 4.70 x 2.50 cm

PS/2 Mouse / PS/2 Keyboard

UC-100KMA
or

PC MAC


